5,7,10' Lengths Available
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HOLES TO ACCEPT
Standard Helix Sizes 5/8" DIA. BOLTS
Diameter| Area
(in) ()
M NWM Shaft Designation
: 2-3/8 Tubular |Torque Ratin;

10 0.510 que 5

D 0.750 Anchors (Ib-ft)

¥ H. - (0.190 wall) 6.500

% H.m - (0.254 wall) 9,000
HOT DIPPED GALVANIZED PER ASTM A123
LEAD AND EXTENSION SECTION LENGTHS AND HELIX SPACINGS ARE NOMINAL
MATERIAL YIELD STRENGTH: 80KSI MIN FOR TUBULAR SHAFT, 50KSI FOR MIN FOR, 3/8" OR

L] ﬂcmamﬁ g )gﬁ |
%S.—..mr%ﬂﬂao».ﬁ“ &%Eﬂmﬂﬂmﬁ%@hﬁgaﬁgta HELICAL ANCHORS INC. i
ALL WELDING TO BE DONE BY WELDERS CERTIFIED UNDER SECTION 5 OF THE T e OFARHON OF
AWS CODE D1.1 OCUMEAT MAY NOT 58 REPRODUCED -3/8 TUB EAD
EXTENSIONS MUST BE PROVIDED WITH A PIN AND BOX COUPLING CONNECTION IN ANY FORM WITHOUT THE BXPRESS 2-3/8 ULAR L 5
DATE: 09/07/10 A TL238
DWG NO.
SCALE: NOT TO SCALE 7 SHEET 1/1




5,7,10' Lengths Available
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SHAFT DESIGNATION
2 3/8 Tubular | Torque Rating COUPLING BOLT AND NUT
Extensions (Ib-ft) BOLT
(0.190 wall) 6,500 DESCRIPTION TYPE
(0.254 wall) 9,000 5/8"x3.5"LONGHH BOLT | ASTM A325
5/8 HEX NUT ASTM A325

NOTES:

1. HOT DIP GALVANIZED PER ASTM A123

2, MINIMUM YIELD MATERIAL STRENGTH: 80 KSI FOR TUBE, 107 KSI FOR PIN &
BOX, 50 KSI FOR FLIGHTS (IF APPLICABLE)

3. HELICES ON EXTENSION ARE AVAILABLE IN 3/8" OR 1/2" THICK PLATE PER

ASTM A572 G50

4. REFER TO DRAWING TL238 FOR LEAD SECTIONS .

5. ALL WELDING TO BE DONE BY WELDERS CERTIFIED UNDER SECTION 5 OF HELICAL ANCHORS INC. wspes

THE AWS CODE D1.1 CONTDRNTIAL DFCRATON oF 2-3/8 TUBULAR
DYt OBCIROUT T EXTENSIONS
Aoy, DKM |SIZE [PART/ CATNO/SKU NO. | REV
DATE: 101910 | A |TE238

DWG NO.

SCALE: NOT TO SCALE 7 SHEET 1/1
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Standard Plate Sizes

Length x Width
6"x6"

8"x8"
10"x 10"
12"x 12"

NOTES:

1.
2.
3.

4.

FINISH: PLAIN OR GALVANIZED PER ASTM A123

Standard Plate
Thickness (in)
VN:
w\h..
H. 1]
Y
_
\* [ [
_ _
B | |
_ _
O | 6.00
_ _
I O |
_ _
| |
2.875" DIA
(ACCEPTS 2-3/8" — = -
TUBULAR SHAFT)
COUPLING BOLT AND NUT
BOLT
DESCRIPTION TYPE
5/8" x 4" LONG H.H. BOLT ASTM A325
3/4 HEX NUT ASTM A325

MATERIAL YIELD STRENGTH: 80KSI MIN FOR TUBE, 36KSI MIN FOR PLATE
HOLE PATTERN SHALL MATCH THAT OF THE CORRESPONDING EXTENSION

SECTION

ALL WELDING TO BE DONE BY WELDERS CERTIFIED UNDER SECTION 5 OF THE

AWS CODE D1.1

HELICAL ANCHORS INC.

Helical

THIS DRAWING CONTAINS
CONFIDENTIAL INFORMATION OF
HELICAL ANCHORS INC. THIS
DOCUMENT MAY NOT BE REPRODUCED
IN ANY FORM WITHOUT THE EXPRESS
'WRITTEN PERMISSION OF HELICAL
ANCHORS INC.

2-3/8 New Construction (

2-7/8 OD Pipe

DRAWN BY: DLW

DATE: 02.03.16

DWG NO.

SIZE [PART/ CAT NO./SKU NO.
A NCCH238

SCALE: NOT TO SCALE 7 SHEET




